CITY OF PORT ST. LUCIE P
PUBLIC WORKS DEPARTMENT | .07 ..

PUBLIC WORKS DEPT.

e RECEIVED

PORT ST. LUGIE Right-of-Way and Easement Permit Application

ReVlSion Da te.‘ December 2024 Date: 05/06/2026 Time: 4:03:38 PM

Per City Ordinance 07-99 "Commercial and Residential Permits will be valid for a period of one vear after date of issuance/approval.
If no site work has occurred within this time, the permit is null and void and no fees will be refunded."

Applicant .

Project/Job# Permit# 20264984 Contractor ID# 0
Applicant/Permittee Information Contractor Information

Company Port St Lucie Police Department Company Bluewater Inc

Contact Port St Lucie Police Department Contact Alexa Schultz

Address 121 SW Port St Lucie Blvd Building C, Port |Address 6648 Old Cheney Highway, Orlando, FL

St. Lucie, FL 34984 32807
Phone 7728715000 Phone 4079023200
Email permits@bluewaterinc.com Email permits@bluewaterinc.com

Purpose of Work Installation of (1) Axon breakaway Pole with attached Automatic License Plate Reader Camera.
Camera is being installed on behalf of the Port St Lucie Police Department. Pole will be installed with
solar panels to power the camera, s

[] Structural Installations: Requiring city third party electrical and/or structural inspections. See note below.

I, Alexa Schultz , intending to be legally bound, hereby certify that the work
authorized by the issuance of this permit, will be installed in accordance with all applicable Port St. Lucie City Codes of
Ordinance, Engineering Standards for Land Development, Permit Requirements, and other appropriate permits.

Note: Scope or work that includes but is not limited to electrical installations, structural installations, and public art must
have plans signed and sealed by a Florida License design professional. All work shall be inspected by the designer of
record or performed by a third-party consultant when deemed necessary by the City Engineer or their designee. Final

inspection is required to close the project.
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CITY OF PORT ST. LUCIE
PUBLIC WORKS DEPARTMENT

PORT ST. LUCIE Right-of-Way and Easement Permit Application
Revision Date: December 2024

Per City Ordinance 07-99 "Commercial and Residential Permits will be valid for a period of one vear after date of issuance/approval.
If no site work has occurred within this time, the permit is null and void and no fees will be refunded."

Typical Type(s) and Method(s) of Utility Work:

Type of Work | Method of Work | Conduit Size Conduit Type Total Trenchless Length Total Open Cut Length

Other Other
Job Locations:
Street Name Between (Start Street) Between (End Street)
SE VILLAGE GREEN DR S US 1 HWY SE VILLAGE GREEN DR
Estimated Start Date 05/25/2026 Estimated End Date 05/25/2026

SPRC Project# PUS0065700

Require Lane or Sidewalk Closure , k
(if applicable)

PUS0065700 PLSPD-020 - SE Village Green Dr East Bound from US 1 (Mast arm) EB




CITY OF PORT ST. LUCIE
PUBLIC WORKS DEPARTMENT

Right-of-Way and Easement Permit Application

Revision Date: December 2024
er City Ordinance 07-99 "Commercial and Residential Permits will be valid for a period of one year after date of issuance/a;
If no site work has occurred within this time, the permit is null and void and no fees will be refunded."
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P

roval.

Reviewer Stamp Reviewer Comments

PORT ST, LUCIE.

CITY OF PORT ST. LUCIE
RUBLIC WORKS DEPT.

REVIEWED

By: jsturgis

Date: 05/06/2026 Time: 4:03:56 PM

PORT ST. LUCIE

CITY OF PORT ST. LUCIE
PUBIOWORKS DEPT

REMIEWED

By: bmiller

Date: 05/07/2026 Time: 6:17:11 AM
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REVIEWED
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Date: 05/06/2026 Time: 4:21:45 PM
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Date: 05/08/2026 Time: 2:12:48 PM
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James Graham Jr
Step 2 - Revision Needed
See comments on sheets.

James Graham Jr
Utility Systems - REVIEWED

bmiller
Public Works - REVIEWED

MDurr
NOT REVIEWED

JASeadon
Step 2 - Revision Needed
Signal Cable and fiber optics in the area. Call locates and use caution when digging.
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CITY OF PORT ST. LUCIE
PUBLIC WORKS DEPARTMENT

PORT ST. LUCIE Right-of-Way and Easement Permit Application

Revision Date: December 2024
Per City Ordinance 07-99 "Commercial and Residential Permits will be valid for a period of one vear after date of issuance/approval.

If no site work has occurred within this time, the permit is null and void and no fees will be refunded."

Reviewer Notes:

Pre-Construction

) Date:
Inspector:

Post-Construction

. Date:
Inspector:

Post-Construction

Approver: Date:

Third Party

Date:
Inspector

Inspector Notes:




CITY OF PORT ST. LUCIE

PUBLIC WORKS DEPARTMENT

PORT ST LUGIE Right-of-Way and Easement Permit Application
December 2024

Required Submittal Items

__ Completed application

_____ Vicinity map

______ Project Plan

North Arrow

Right-of-way lines

Easements

Edge of pavement

Distance from right-of-way to proposed excavation site

Conduit/cable size and type

Typical cross section

Depth of utility

Method of proposed road crossing (directional bore, open cut, etc.)

Method of repair and restoration

Existing PSL utilities and conflict resolution statement

Existing sidewalks, driveways, and conflict resolution statement

Will this work require lane or sidewalk closures? | Yes  No

If yes, a Maintenance of Traffic plan in accordance with FDOT Standard Plans is required. Prior to the start
of work a City of Port St. Lucie Road/Lane & Sidewalk Closure Request Form must be submitted to the
Public Works Dept. (Sec.54.70)

__ Certificate of insurance (Sec.54.22)

Up to date coverage

$2,000,000 aggregate, for bodily injury and property damage liability

Commercial automobile liability insurance covering any auto with limits not less than $1,000,000 per
accident.

Workers’ compensation insurance and employers’ liability in accordance with Chapter 440, Florida
Statutes, and

Commercial general liability insurance with no less than $1,000,000 each occurrence.

A waiver of subrogation is required in favor of the City of Port St. Lucie under each policy.

Except workers' compensation and employers' liability, said certificate(s) shall clearly state that coverage
required has been endorsed to include the City of Port St. Lucie, a political subdivision of the State of
Florida, its officers, agents and employees as additional insured, and include the specific area in which
the permit is issued.

The certificate of insurance shall be current and shall evidence policies issued by a company or
companies duly licensed by the state and acceptable to the City.

Is this work associated with an approved SPRC project? D Yes D No

If yes, please provide the project number (PXX-XXX):
If scope includes electrical installation plans, they must be signed and sealed by a Florida License
Design Professional. (Ex. Lift-stations, cable boxes, towers, etc.)

Permit Requirements

__ A. Permits are required for all work performed in any Right-of-Way provided for public use in the City of Port St.
Lucie. (Sec.54.20)

B. All existing PSLUSD utilities must be shown on permit plans. In order to request information regarding our
existing utilities, fill out the online request for utility information.

C. Permit plans must contain and conform to the following note: “4 minimum of 5 horizontal and 18" vertical
separation shall be maintained from all existing City of PSL Utilities, including water meters and services.”

Page 1 of 4



CITY OF PORT ST. LUCIE

PUBLIC WORKS DEPARTMENT

PORT ST LUGIE Right-of-Way and Easement Permit Application
December 2024

Notice of Commencement: All stakeholders including residents within the project limits shall be notified a
minimum of 48 hours prior to but no greater than seven (7) days of any construction activity. The Public
Works/Engineering Department shall be notified via RWexc@cityofpsl.com at least 48 hours in advance of any
construction activity. Lack of notification could result in nullification of the permit. (Sec.54.21)

The Right-of-Way permit, and if applicable the Road/Lane Closure permit, shall be available at the location of
the work during working hours. (Sec.54.21)

When pedestrian and/or vehicular traffic are to be affected during the course of construction a City of Port St.
Lucie Road/Lane & Sidewalk Closure Request Form shall be required. (Sec. 54.21)

When encroaching work requires a sidewalk closure, an alternate pedestrian route shall be required. Alternate
pedestrian routes shall meet the requirements of FDOT Standard Plans, Index 102-660. (Sec. 54.21)

a. Provide a 5” wide temporary walkway, except where space restrictions warrant a minimum width of
4.

b. Provide a cross-slope with a maximum value of 0.02 for all temporary walkways.

c. Maintain temporary walkway surfaces and ramps that are stable, firm, slip-resistant, and free of any
obstructions or hazards such as holes, debris, mud, construction equipment and stored material.

d. Meet the requirements of FDOT Index 522-002 for temporary curb ramps.

Place pedestrian longitudinal channelizing device(s) (LCD) across the full width of the closed
sidewalk. For temporary walkways, similar to Alternate Pedestrian Routes Sidewalk Diversion, place
LCDs to delineate both sides of the temporary walkway.

f. For sidewalk diversions, ensure that there is sufficient R/W for placement of temporary sidewalk and
pedestrian longitudinal channelizing devices.

The permittee is responsible for obtaining necessary permits from other governing agencies, including but not
limited to, the Florida Department of Transportation (FDOT), the Florida Department of Environmental
Protection (FDEP), and the South Florida Water Management District (SFWMD).

Wherever possible, pull boxes, manholes, etc. shall be located outside of existing sidewalks. Otherwise, all lid
surfaces must be flush and ADA compliant, and shall be approved on a case-by-case basis by the City Engineer
or their designee.

Work hours shall be from 7:00 am to sundown. (Sec.94)

Contractor’s vehicles and equipment shall have markings identifying the company and/or utility owner.
Employees engaged in the course of work shall have company uniforms or be dressed in a manner that is readily
identifiable to the City and the public.

Prior to commencement of work, permittee shall “white line” all bore paths associated with directional drill locate
requests as depicted in the design plan set. White lining shall be required to mark all open trench locations that
exceed 15 LF in length along the anticipated installation path. (F.S. 556.114)

. White lining of all directional drill and trenching paths must occur prior to construction, unless an exception is

authorized by PSLUSD, PSLPW, or by the City Manager or their designee. (F.S. 556.114)

Permittee is responsible for documenting prework conditions. It is recommended that the documentation be
provided to the City at the time of the 48-hour notice for commencement of work.

All crossings of existing pavement shall be made by trenchless technology at a minimum depth of thirty-six (36)
inches, unless otherwise authorized by the City. (Sec.54.21)

Slurry materials (bentonite, etc.) shall be properly disposed of. Slurry materials shall not be diluted and discarded
in the right-of-way or stored in the right-of-way for future removal, nor discharged into the City’s stormwater
system.

HDPE installed within City right-of-way shall be colored for quick identification.

Page 2 of 4



CITY OF PORT ST. LUCIE

PUBLIC WORKS DEPARTMENT

PORT ST LUGIE Right-of-Way and Easement Permit Application
December 2024
a. The American Public Works Association (APWA) Uniform Color Code

b. PE Handbook of PE Pipe — Chapter 14 on Duct and Conduit — Section 6.2
c. PPI Statement V — Recommended Color Code for Solid Wall Plastic Pipe and Conduit

R. Open cutting of existing pavement will generally not be allowed but may be considered under one or more of the
following conditions: (Sec.54.21)

a. Sub-surface obstructions

b. Extreme high-water table

c. Limited space for jacking pits

d. Condition of roadway surface including resurfacing and reconstruction

S.  Existing utilities must be field verified by hand digging, pot holing, soft digging, vacuum excavation methods, or
other similar procedures for elevation and offset location.

!

At no time shall the construction block or interfere with the flow or operation of the stormwater drainage system.

U. The permittee is responsible for restoring all disturbed areas and/or damaged facilities authorized by this permit
to better than, or equal to, their original condition, and to the satisfaction of the City. (Sec. 54.21)

V. Following completion of all permitted work, restoration, stabilization, and sodding shall be required for any
disturbed rights-of-way. Restoration is to be completed within 7 days of project completion.

W. The work shall be completed in accordance with the approved Right-of-Way permit, specifications, plans, the
City of Port St. Lucie Engineering Standards for Land Development, and Chapters 54, 55, and 56 of the City’s
Code of Ordinances.

X. The permittee shall hold the City, its agents, and employees, harmless from any liability or responsibility for any
accident, loss, or damage to persons or property resulting from or caused by any activities associated with the
issuance of this permit.

Y. Final Inspection: The permittee agrees to notify the Public Works/Engineering Department via
RWexc@cityofpsl.com upon completion of work so that final inspection may be made. A list of all deficiencies
found at the time of final inspection will be noted and provided to the permittee. Final acceptance will be
granted once the outstanding items have been addressed. For all projects including but not limited to public art
and electrical scopes, a final inspection shall be completed by the City’s third-party inspector when deemed
necessary by the City Engineer or their designee.

Z. Upon completion of the approved work, the permittee shall submit certified density tests, bore logs, and other
related material that demonstrate compliance the City’s Engineering Standards for Land Development, and/or
with the maximum FDOT Standard Specifications for Roadway and Bridge Construction in effect at the time
the permit is issued. When these standards conflict, the more stringent of the standards shall apply.

AA. The permittee shall be responsible for all defects occurring within one year from final acceptance and shall be
liable for all damages resulting from any defects.

BB. Repair work completed as the result of a project that is found to be defective within one year of the repair shall
be repaired by the permittee in accordance with the City’s Engineering Standards for Land Development.
(Sec54.21)

CC. In consideration for the granting of this permit, the permittee agrees that if the City determines that it is
necessary to relocate the permitted work, the permittee will relocate said lines at its sole expense within sixty
(60) days upon receipt of written notification from the City.

Page 3 of 4



CITY OF PORT ST. LUCIE

PUBLIC WORKS DEPARTMENT

PORT ST LUGIE Right-of-Way and Easement Permit Application
December 2024

I, Alexa Schultz , intending to be legally bound, hereby certify that the work authorized

by the issuance of this permit will be installed in accordance with all applicable Port St. Lucie City Codes of
Ordinances, Engineering Standards for Land Development, Permit Requirements, and other appropriate permits.

Page 4 of 4
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APPROX Approximate
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CONSTRUCTION NOTES:
1. WHEN INSTALLING AXON PROVIDED POLES, A MINIMUM OF 2" SEPARATION SHALL BE MAINTAINED FROM ALL
EXISTING UTILITIES AND STORM DRAIN STRUCTURES.

2. IF THE PROPOSED UTILITY CANNOT BE INSTALLED PER THE APPROVED PERMITTED PLAN AND BY THE AUTHORITY
HOLDING JURISDICTION SPECIFICATIONS, A REVISED PLAN MUST BE PROVIDED TO THE DEPARTMENT FOR
REVIEW AND APPROVAL PRIOR TO THE INSTALLATION OF PRODUCTS OR MATERIALS AT THE GIVEN LOCATIONS
WHERE CONFLICTS OCCUR.

3. NO PEDESTRIAN PATHWAY IS TO BE REMOVED, BLOCKED, OR DISTURBED WITHOUT HAVING A SUFFICIENT
DESIGNATED TEMPORARY PEDESTRIAN PATHWAY WITH ALL APPROPRIATE PEDESTRIAN MAINTENANCE OF
TRAFFIC SIGNS IN PLACE PRIOR TO PATHWAY BEING AFFECTED.

4. ALL TEMPORARY PEDESTRIAN PATHWAYS MUST BE FIRM AND UNYIELDING.

5. ANY SIDEWALK DISTURBED WILL BE REPLACED BY SECTION WITHIN 72 HOURS TO THE AUTHORITY HOLDING
JURISDICTION SPECIFICATIONS.

6. THE AUTHORITY HOLDING JURISDICTION RETAINS THE RIGHT TO MAKE ALTERATIONS TO THE PERMIT,
ATTACHED SKETCH OR CHARACTER OF WORK AS MAY BE CONSIDERED NECESSARY OR DESIRABLE DURING THE
PROGRESS OF THE WORK FOR SATISFACTORY COMPLETION OF THE PROPOSED CONSTRUCTION.

7. THE PERMITTEE SHALL NOTIFY THE AUTHORITY HOLDING JURISDICTION OF DATE OF COMPLETION, REQUEST A
FINAL INSPECTION AND A NOTICE OF FINAL ACCEPTANCE.

8. ALL CONSTRUCTION AND/OR MAINTENANCE ON THE AUTHORITY HOLDING JURISDICTION RIGHT OF WAY SHALL
CONFORM TO THE FEDERAL MANUAL ON UNIFORM TRAFFIC DEVICES (MUTCD).

9. PRIOR TO ANY WORK REQUIRING LANE CLOSURES, MOBILE OPERATIONS OR TRAFFIC PLACING OPERATIONS, THE
CONTRACTOR OR PERMITTEE SHALL SUBMIT A REQUEST TO THE DEPARTMENT THAT INCLUDES THE TIME,
LOCATION, AND DESCRIPTION OF WORK BEING PERFORMED. THE LANE CLOSURE REQUEST SHALL BE SUBMITTED
TO THE DEPARTMENT A MINIMUM OF 14 DAYS PRIOR TO THE PROPOSED CLOSURE DATE AND MUST BE
APPROVED BY THE DEPARTMENT BEFORE WORK REQUIRING THE CLOSURE MAY BEGIN WITHIN THE AUTHORITY
HOLDING JURISDICTION RIGHT OF WAY.

10. OPEN CUTTING OF ANY ROADWAY, DRIVEWAY, OR SIDEWALK OUTSIDE THOSE LIMITS IDENTIFIED WITH THE
PERMIT ARE NOT ALLOWED WITHOUT PRIOR APPROVAL BY THE AUTHORITY HOLDING JURISDICTION OFFICE.

11, THE CONTRACTOR SHALL HAVE AN AUTHORIZED PERSON AVAILABLE AT/OR NEAR THE WORK SITE ON A 24 HOUR
BASIS, 7 DAYS A WEEK IN ORDER TO ADDRESS EMERGENCY ISSUES ASSOCIATED WITH THE PROJECT.

12, NO STOCKPILING, STORING OR SEMI PERMANENT USE OF THE RIGHT OF WAY IS AUTHORIZED UNLESS
SPECIFICALLY IDENTIFIED WITHIN THE PERMIT.

13. NO WORK SHALL BE PERFORMED DURING THE WEEKS OF ANY STATE OR FEDERAL HOLIDAYS UNLESS OTHERWISE
APPROVED BY THE AUTHORITY HOLDING JURISDICTION.

14, THE PERMITTED WORK SCHEDULE IS DEFINED AS MONDAY THROUGH FRIDAY 7:00AM TO 5:30PM UNLESS
OTHERWISE NOTED WITHIN THE PERMIT. ANY WORK DESIRED OUTSIDE OF THIS PERIOD MUST BE REQUESTED
IN ADVANCE AND APPROVED BEFORE WORKING THE ALTERNATE SCHEDULE.

15. THE DEPARTMENT RESERVES THE RIGHT TO MAKE ADJUSTMENTS TO ANY PERMITTED METHODS OF
INSTALLATION, SCOPE OF WORK AND RESTORATION THAT MAY BE REQUIRED TO POSITIVELY SUPPORT LIFE,
SAFETY AND ENVIRONMENTAL WELL BEING OF ALL USERS OF THE TRANSPORTATION SYSTEM.

16. PERMITTEE SHALL NOT BEGIN ANY WORK ALONG THE AUTHORITY HOLDING JURISDICTION RIGHT-OF-WAY UNTIL
AND INSPECTOR IS PRESENT AT THE JOB SITE AND AGREES THAT PROPER PREPARATIONS HAVE BEEN MADE.

17. IT WILL BE THE RESPONSIBILITY OF THE PERMITTEE TO REPAIR ANY DAMAGE TO THE AUTHORITY HOLDING
JURISDICTION FACILITIES AND/OR PRIVATE PROPERTY CAUSED BY CONSTRUCTION OF THE PROJECT.

A minimum of 5" horizontal and 18" vertical separation
shall be maintained from all existing PSLUSD utilities,
including water meters and services.

ADDITIONAL NOTES:

1. SHOULD A CONFLICT ARISE BETWEEN THE DETAILS SHOWN IN THE PLANS AND THE AUTHORITY HOLDING
JURISDICTION STANDARDS, THE ENGINEER/PERMITTEE SHALL IMMEDIATELY CONFER WITH THE DEPARTMENT’S
ENGINEER IN ORDER TO RESOLVE THE DISCREPANCY. IN NO CASE WILL ANYTHING LESS THAN THE
DEPARTMENTS MINIMUM STANDARDS BE ALLOWED.

2. ALL DISTURBED AREA WITHIN THE AUTHORITY HOLDING JURISDICTION RIGHT-OF-WAY WILL BE RESTORED TO
ORIGINAL OR BETTER CONDITION BY GRADING AND SODDING IN AREA DISTURBED.

3. BURNING OF ANY MATERIAL OR DEBRIS IS PROHIBITED IN THE AUTHORITY HOLDING JURISDICTION
RIGHT-OF-WAY.

4. ALL LANES MUST BE OPENED FOR TRAFFIC DURING AN EVACUATION NOTICE OF A HURRICANE OR OTHER
CATASTROPHIC EVENT AND SHALL REMAIN OPEN FOR THE DURATION OF THE EVACUATION OR EVENT.

5. THE CONTRACTOR SHALL NOTIFY THE AUTHORITY HOLDING JURISDICTION A MINIMUM OF (2) BUSINESS DAYS
PRIOR TO BEGINNING ANY CONSTRUCTION WITHIN THE AUTHORITY HOLDING JURISDICTION RIGHT-OF-WAY.

6. ALL AREAS WITHIN THE AUTHORITY HOLDING JURISDICTION RIGHT OF WAY DISTURBED BY CONSTRUCTION
SHALL BE RE-GRADED AND SODDED WITH LIKE-KIND SOD WITHIN (7) DAYS.

1.0 SCOPE OF WORK

1.1 THIS PROJECT SHALL CONSIST OF THE FOLLOWING OPERATIONS:

THE WORK PACKAGE IS FOR THE INSTALLATION OF AXON ALPR CAMERAS WHICH INCLUDES BUT IS NOT LIMITED TO:

AXON PROVIDED POLES, POLE MOUNTED SOLAR PANELS, AND EXTERNAL BATTERY PACKS.

2.0 DRAWINGS

2.1 THE WORK SHALL BE PERFORMED IN STRICT ACCORDANCE WITH THE FOLLOWING ATTACHED DRAWINGS THAT
ARE HEREBY MADE A PART OF THE STATEMENT OF WORK, BY THIS REFERENCE.

3.0 SPECIFICATIONS

3.1 THE WORK SHALL BE PERFORMED IN STRICT ACCORDANCE WITH THE SPECIFICATIONS CONTAINED IN THAT
CERTAIN “MASTER AGREEMENT, OUTSIDE PLANT MAINTENANCE CONSTRUCTION SERVICES,” PROVIDED THAT SUCH
AN AGREEMENT EXISTS BETWEEN AXON AND CONTRACTOR. IN THE ABSENCE OF SUCH AN AGREEMENT, THE
SPECIFICATIONS CONTAINED IN AN AGREEMENT TO BE EXECUTED BY THE PARTIES PRIOR TO THE COMMENCEMENT
OF WORK SHALL GOVERN.

4.0 MATERIALS

4.1 CONTRACTOR SHALL FURNISH AND PLACE ALL MATERIALS REQUIRED FOR THE COMPLETE PERFORMANCE OF THE
WORK.

5.0 PERMITS

5.1 AXON HAS OBTAINED OR WILL OBTAIN PERMITS FROM DEPARTMENTS AND/OR AGENCIES OF CITIES, COUNTIES,
STATES, FEDERAL GOVERNMENT, RAILROAD OR OTHER ENTITIES, WHICH PROVIDE FOR THE PLACING OF POLES
ALONG AND WITHIN PUBLIC OR PRIVATE ROAD RIGHTS OF WAY AND RAILROAD RIGHTS OF WAY.

5.2 CONTRACTOR SHALL OBTAIN ADDITIONAL PERMITS, IF REQUIRED, FOR EQUIPMENT ACCESS OR MOVEMENT ON
PUBLIC ROADS AND RAILROADS. COPIES OF SUCH PERMITS SHALL BE FURNISHED TO AXON

5.3 ALL TRAFFIC CONTROL, IF APPLICABLE, SHALL BE IN ACCORDANCE WITH LOCAL, STATE, COUNTY, OR
PERMITTING AGENCY LAWS, REGULATIONS, AND REQUIREMENTS, AND WILL BE THE CONTRACTOR’S
RESPONSIBILITY.

6.0 SAFETY AND PRECAUTIONS
6.1 ALL PERSONNEL ARE REQUIRED TO ABIDE BY ALL RULES AND REGULATIONS SET FORTH IN THE AUTHORITY
HOLDING JURISDICTION REQUIREMENTS, RAILROAD SAFETY CODE AND GOVERNING JURISDICTION.

6.2 THE WORK UNDER THIS CONTRACT WILL BE CONSTRUCTED WITHIN RIGHTS OF WAY THAT MAY CONTAIN
EXISTING AND OPERATIONAL UTILITIES. THE CONTRACTOR SHALL BE FULLY RESPONSIBLE FOR LOCATING EXISTING
UTILITIES AND FOR COMPLIANCE WITH THE REQUIREMENTS OF ANY STATEWIDE AND/OR LOCAL AREA “"ONE CALL"
(LIGHTING/ITS NOT ON “ONE CALL"” SYSTEM, CONTACT LOCAL AUTHORITY HOLDING JURISDICTION OFFICE,
PROGRAM OR AGENCY) IN ADVANCE OF ANY EXCAVATION OR PLACING WORK AND THE CONTRACTOR SHALL LOCATE
AND EXPOSE BY HAND ALL EXISTING SUBSURFACE PLANT. ANY DAMAGE CAUSED BY THE CONTRACTOR SHALL BE
REPAIRED BY THE CONTRACTOR AT HIS SOLE EXPENSE AND ANY DELAY INCURRED SHALL NOT BE CAUSE FOR AN
EXTENSION IN THE TIME OF THE CONTRACT.

6.3 CONTRACTOR SHALL BE RESPONSIBLE FOR THE PROTECTION AND MAINTENANCE OF PUBLIC AND PRIVATE
PROPERTIES. CONTRACTOR SHALL PROTECT, SHORE, BRACE, SUPPORT AND MAINTAIN ALL UNDERGROUND PIPES,
CONDUITS, DRAINS AND OTHER SUBSURFACE STRUCTURES UNCOVERED OR OTHERWISE AFFECTED BY THE WORK.

6.4 CONTRACTOR SHALL BE RESPONSIBLE FOR ALL DAMAGE TO STREETS, ROADS, HIGHWAYS, SHOULDERS,
DITCHES, EMBANKMENTS, CULVERTS, BRIDGES OR OTHER PUBLIC OR PRIVATE PROPERTY OR FACILITY, REGARDLESS
OF LOCATION OR CHARACTER, WHICH MAY BE CAUSED BY THE WORK, OR BY MOVING, HAULING, OR OTHERWISE
TRANSPORTING EQUIPMENT, MATERIALS OR WORKERS TO OR FROM WORK OR ANY SITE THEREOF, WHETHER BY
THE CONTRACTOR OR SUBCONTRACTORS.

6.5 DURING ALL PHASES OF CONSTRUCTION, THE CONTRACTOR SHALL MAINTAIN WORK AREAS IN A NEAT AND
ORDERLY MANNER. CONSTRUCTION EQUIPMENT, MATERIAL AND SUPPLIES THAT ARE STORED ON THE RIGHT OF
WAY SHALL NOT RESTRICT ACCESS TO SUCH RIGHT OF WAY OR THE RIGHT OF WAY ITSELF.

7.0 SECURITY

7.1 CONTRACTOR IS RESPONSIBLE FOR ALL SECURITY REQUIRED TO PROTECT ITS WAREHOUSE, LAYDOWN, AND
STAGING AREA AND THE USE OF OUTSIDE PLANT WORK. SECURITY SHALL ALSO INCLUDE TRAFFIC CONTROL WHERE
REQUIRED INCLUDING THE USE OF OFF DUTY POLICE OFFICERS.

8.0 STAKING AND SCHEDULING

8.1 ALL STAKING WILL BE PROVIDED BY AXON. REQUIRED RIGHT OF WAY CLEARING SHALL BE COMPLETED PRIOR
TO STAKING; THEREFORE, THE CONTRACTOR SHALL COORDINATE ALL CLEARING OPERATIONS AND PLACING
OPERATIONS WITH THE AXON PROJECT SUPERVISOR TO AVOID DELAYS AND INTERFERENCE.

8.2 AXON WILL PROVIDE RAILROAD FLAGMEN AND SIGNALMEN AS REQUIRED; HOWEVER, THE CONTRACTOR SHALL
BE REQUIRED TO COORDINATE ITS NEEDS FOR SUCH SIGNALMEN AND FLAGMEN WITH THE AUTHORITY HOLDING
JURISDICTION.

8.3 IN ADDITION TO THE SCHEDULING REQUIREMENTS IN THE GENERAL PROVISIONS, UPON REQUEST, THE
CONTRACTOR SHALL ALSO SUBMIT TO THE AXON PROJECT SUPERVISOR DAILY CREW ASSIGNMENT REPORTS
SPECIFYING CREW AND CREW COMPOSITION AND WORK LOCATION.

REVISIONS

DATE |REV DESCRIPTION

TS

BLUEWATER

Telecommiunications, Inc.

Knowwhat's helow.
Call before you dig.

EXISTING UTILITIES SHOWN ARE APPROXIMATE ONLY AND
BASED ON AVAILABLE RECORDS AND FIELD OBSERVATIONS.
CONTRACTOR IS RESPONSIBLE FOR CALLING 811 AT LEAST
48 HOURS PRIOR TO ANY EXCAVATION. CONTRACTOR SHALL
TAKE ALL NECESSARY PRECAUTIONS TO PROTECT EXISTING

UTILITIES AND ANY DAMAGE TO THE UTILITIES SHALL BE
IMMEDIATELY REPAIRED AT THE CONSTRACTORS EXPENSE.

PUS0065700

GN.01



James Graham Jr
Step 2 - Revision Needed
A minimum of 5' horizontal and 18" vertical separation shall be maintained from all existing PSLUSD utilities, including water meters and services.


1INCH =40 FEET

REVISIONS
DATE |REV|  DESCRIPTION

NV A\ \ T
R \ STRONGPOLES BREAKAWAY POLES WITH ALPR
CAMERA, SOLAR PANEL, AND BATTERY PACK
K = < PSLPD-020 - SE Village Green Dr East of US 1 EB
27.305467946774204, -80.30787030717276
2 ) *REFERENCE TYPICAL DETAIL
\ % \ ON SHEET SPEC.01-SPEC.05, TCP.01-TCP.03*
< % %

) <
\ \ Dimension distance
% between bore and utility
g

5' min

A minimum of 5' horizontal and 18" vertical separation
shall be maintained from all existing PSLUSD utilities,
including water meters and services.

LICENSE PLATE READER
PSLPD-020 PROPOSED
CAMERA LOCATION

—

&

BLUEWATER

: Telecommiunications, Inc.

FACING NORTHEAST % :

A AXON

81l

Knowwhat's helow.
Call before you dig.

EXISTING UTILITIES SHOWN ARE APPROXIMATE ONLY AND
BASED ON AVAILABLE RECORDS AND FIELD OBSERVATIONS.
CONTRACTOR IS RESPONSIBLE FOR CALLING 811 AT LEAST
48 HOURS PRIOR TO ANY EXCAVATION. CONTRACTOR SHALL
TAKE ALL NECESSARY PRECAUTIONS TO PROTECT EXISTING

UTILITIES AND ANY DAMAGE TO THE UTILITIES SHALL BE
IMMEDIATELY REPAIRED AT THE CONSTRACTORS EXPENSE.

B
%

\ PUS0065700
\ % SHEET 1



James Graham Jr
Step 2 - Revision Needed
A minimum of 5' horizontal and 18" vertical separation shall be maintained from all existing PSLUSD utilities, including water meters and services.

James Graham Jr
Line

James Graham Jr
Line

James Graham Jr
Step 2 - Revision Needed

James Graham Jr
Cloud+
Dimension distance between bore and utility
5' min 


Heavy-Duty Hybrid Direct Bury LPR Break-Awa REVISIONS
i) 0 W, T ! S! r n P I DATE |REV|  DESCRIPTION

ey 10" (120")
10°7-1/2" (127.5) (A) j? -

| STEHORGPOLES

BREAE AWAY ASSEMBLY |@/2/2025
REEERRLYT ‘
=0al

7
6.0(B)
¢ FULL ASSEMELY

L 14,5 FT DIRECT BURY BREAK AWAY POLE
40—+ 875 0.D. X 2463 10 ‘ LB CARYER

NOTES !

{C) BREAKAWAY PLATES MADE FROM 3/8 BAR STOCK
BURY LINE IS 6" HELOW BOTTOM TE

TOP OF DIRECT BURY TC BE THREADED 5/8-11

PARTS TO BE FREE OF BURS AND SHARP EDGES
14°7-1/2" (175.5") PRIOR TO FINAL INSPECTION

ALL EXTERMAL DIMENSIONS +/—06
HOLE DVENSIONS +.02/—006

o

48.0 54

-

e o N
. BLUEWATER
Telecor{mﬂunications, Inc.

\ <,
N
)

A AXON

v v "l
Bury Depth | Total Pole Length | Pole Top Height (A) ] Above Ground Height (B) | Pole Size (C) SKU Measurement Description
48 175.5" (14' - T 14" 10 6" 4" SP-AX-HLPRBA-10/4.5-BL 10ft/4_5ft Unit
[Fa 193.3" (16" - 1 1&") il 6" ‘ 4" SP-AX-HLPRBA-10/6-BL 10f/Gft Unit
84" 205.5" (17 -1 ¥") 10 6" 4" SP-AX-HLPRBA-10/7-BL 10/t Unit I
Proprietary Information Notice - Strongpoles Kiomé;n.nﬁhem
The following materials, inchuding but not limited to engineering designs, technical specifications, manufacturing processes, marketing content, and operational workflows, are considered proprietary and confidential property of Strongpaoles Inc.. These assets are protected harbors youudig-
under applicable intellectual property laws and internal policy frameworks. Unauthorized use, replication, or disclosure of this information is strictly prohibited. Scope of Protected Information Includes: Pole architecture and mounting configurations, Cuslom hardware details I I S A AP ROXINATE oY ANe.
and installation specs, Vendor pricing, distribution strategies, and customer data, Brand creative, campaign concepts, and internal decumentation. Access Restrictions: Proprietary information is shared on a need-to-know basis only, All recipients are required to: Maintain CONTRACTOR IS RESPONSIBLE FOR CALLING 811 AT LEAST
canfidentiality at all times. Use provided information selely for autherized Strongpoles-related tasks. iImmediately report any suspected disclosure or breach. Legal Motice: Violation of this policy may result in disciplinary action, termination of parinership, of legal remedy under I T oo o D ST
UTILITIES AND ANY DAMAGE TO THE UTILITIES SHALL BE
IMMEDIATELY REPAIRED AT THE CONSTRACTORS EXPENSE.

IP and trade secret law. Strongpoles reserves the right to pursue damages or injunctive relief where misuse is identified

EQUIPMENT SPECIFICATIONS

STRoNo POLES:

SECURITY MOUNTING SOLUTIONS SPEC.OL




SOLAR PANEL INTERFACE FOR
AXON OUTPOST - TOP MOUNT END-CAP MASH
RNG-50D-SS-U & RNG-100D-SS G3

[18.688] HEX HEAD 8
474.66 ﬁ—
VA
%%VAvAv
AVAVAVAVA
HEX HEAD 13 3'gl '3
Q= 2
L3 %

#Z. .-.%Z

VAVAVANY,

[19.528]
496.00

+0.1
+0.4

REVISIONS
DATE |REV|  DESCRIPTION

BLUEWATER

: Telecommiunications, Inc.
(N J

Notes-unless otherwise:
-General folerances cccordlng to DIN ISO 2768 mK
-Principle of tolerancing DIN 7167
-Symbols to DIN EN ISO 1101
-Edges of working parts according to DIN ISO 13715

CONFIDENTIAL AND PROPRIETARY

Allrights reserved by Axon Enterprise Inc.

This information carrier and the information it contains are the property of Axon Enterprise Inc.

Any reproduction,disclosure or use of either is prohibited without the prior written approval of Axon Enterprise

A AXON

[20.039] [9.494]
. 509.00 - 24115
B M =
1K [8.594]
218.28
<o
% © RNG-50D-55-U
83 -
HEX HEAD 13
r
[1.181]
30.00
TEM PART NUMBER Revision Material We[‘| A Finish QTY.
RAL 9005
17122816_CAD_000_AC_AXON OUTPOST -
1 T TN ~AD. AB 5235 6.6 Fine structure 1
TOP MOUNT END CAP- MASH Hot dip galvanized
, [17122898 CAD_000_AXON OUTPOST - AA 8.4 RAL 9005 ]
BATTERY & CHARGER ENCLOSURE-STANDARD ) : Fine structure
5 [17122818 ASSY_000_AXON OUTPOST- CABLE | 4 » 0.7 ]
- POWER, 1M - : -
17122922 CAD_000_AA00_AXON OUTPOST - RAL 9005
4 ISOLAR STANDARD HARDWARE KIT AA - |ALT0S0 | 4.2 Fine structure ]
5 [17122944_CAD_000_CABLE - SOLAR AA - 0.5 ]

Knowwhat's helow.
Call before you dig.

EXISTING UTILITIES SHOWN ARE APPROXIMATE ONLY AND
BASED ON AVAILABLE RECORDS AND FIELD OBSERVATIONS.
CONTRACTOR IS RESPONSIBLE FOR CALLING 811 AT LEAST
48 HOURS PRIOR TO ANY EXCAVATION. CONTRACTOR SHALL
TAKE ALL NECESSARY PRECAUTIONS TO PROTECT EXISTING
UTILITIES AND ANY DAMAGE TO THE UTILITIES SHALL BE
IMMEDIATELY REPAIRED AT THE CONSTRACTORS EXPENSE.

EQUIPMENT SPECIFICATIONS

SPEC.02




17122944 _CAD_O00_AD_CABLE - SOLAR

Y S—
=g
= : :
|| Weipu SP2110-P2II-1N  Pin-out
==
1 +
2 -
AXON S$KU :102544
[39.370]
1000.00
=
B =S8
Weipu SP2110-P9II-1N = - Amphenol BD-08AFFM-QR8DO1
- - Pin -
Pin Out Color Wire out Color Wire
! BROWN RESET 1 BLACK RST GND
3 BACK RSTGND 2 BROWN RESET
4 YELLOW PWR + 3 RED PWR +
o 4 ORANGE PWR -
7 GREEN RS 485 A+ 6 GREEN RS 485 A+
8 PURPLE PWR - 7 BLUE RS 485 B -
9 BLUE RS 485 B - AXON SKU 102542 8 PURPLE PWR -
17122758_CAD_000_AD_MOUNT - POLE
SEE DRAWING
[2.323] [1.969]
y 59.00 50.00
3 |
S o o)
o
™

AXON SKU :102536

17122949_CAD_000_AD_AXON OUTPOST - SOLAR PANEL BRACKET SET

SEE DRAWING

ITEM NO.

PART NUMBER

1

17122944 _CAD_000_AD_AXON OUTPOST -
CABLE - SOLAR

17122758_CAD_000_AE_AXON OUTPOST-
MOUNT - POLE

17122949 _CAD_000_AD_AXON OUTPOST -
SOLAR PANEL BRACKET SET

Nl W]|DN

17122818_CAD_000_AD_AXON OUTPOST -
CABLE - POWER, 1M

Revision table

AD Launch revision

AA Drawing generation

AXON SKU :102539

REVISIONS

DATE |REV DESCRIPTION

[

&

BLUEWATER

: Telecommiunications, Inc.

Notes-unless ofherwise
~General folerances dccording fo DIN ISO 2768 mK
-Principle of tolerancing DIN 7167

-Symbols to DIN EN ISO 1101

~Edges of working parts according to DIN 15O 13715

[
Al
This information carier an
Any reproduction,disclosure or se of eiher is prohibifed without fhe prior wiitlen approval of Axon Enterprise

ONFIDENTIAL AND PROPRIETARY
Irights reserved by Axon Enferprise Inc.

 the informafion it contains are the properly of Axon Enferprise Inc.

Sheet

of

Size

Knowwhat's helow.
Call before you dig.

EXISTING UTILITIES SHOWN ARE APPROXIMATE ONLY AND
BASED ON AVAILABLE RECORDS AND FIELD OBSERVATIONS.
CONTRACTOR IS RESPONSIBLE FOR CALLING 811 AT LEAST
48 HOURS PRIOR TO ANY EXCAVATION. CONTRACTOR SHALL
TAKE ALL NECESSARY PRECAUTIONS TO PROTECT EXISTING

UTILITIES AND ANY DAMAGE TO THE UTILITIES SHALL BE
IMMEDIATELY REPAIRED AT THE CONSTRACTORS EXPENSE.

EQUIPMENT SPECIFICATIONS

SPEC.03




[19.370]
492.00

[5.906]
150.00

HEX HEAD 10

[15.000]
381.00

[6.693]
170.00

AN TS IATZA

o G

[6.693]
170.00

[2.756]
70.00

™~

| |

[1.181]
30.00

= O
AVAVAVA

AVAVAVAVA
VSVAVRNY,

AN

VS VAN |
AV/ANV/AN /A\iﬁ
/

S

HEX HEAD 8

[18.688]
474.66

[19.252]
489.00

Revision table

AD

Launch revision

AA

Drawing generation

[0.118]
3.00

[1.949]
4950 [0.591]

15.00
o
H1O|R
s
DN
28
dif O
o
7

+0.1
+0.4

REVISIONS

DATE [REV DESCRIPTION
TS
BLUEWATER

: Telecommiunications, Inc.

Notes-unless otherwise:

-General tolerances according to DIN ISO 2768 mK
-Principle of tolerancing DIN 7167

-Symbols to DIN EN ISO 1101

-Edges of working parts according to DIN ISO 13715

CONFIDENTIAL AND PROPRIETARY
Allrights reserved by Axon Enterprise Inc.

This information carrier and the information it contains are the property of Axon Enterprise Inc.
Any reproduction,disclosure or use of either is prohibited without the prior written approval of Axon Enterprise

Sheet

of

Size

Knowwhat's helow.
Call before you dig.

EXISTING UTILITIES SHOWN ARE APPROXIMATE ONLY AND
BASED ON AVAILABLE RECORDS AND FIELD OBSERVATIONS.
CONTRACTOR IS RESPONSIBLE FOR CALLING 811 AT LEAST
48 HOURS PRIOR TO ANY EXCAVATION. CONTRACTOR SHALL
TAKE ALL NECESSARY PRECAUTIONS TO PROTECT EXISTING
UTILITIES AND ANY DAMAGE TO THE UTILITIES SHALL BE

IMMEDIATELY REPAIRED AT THE CONSTRACTORS EXPENSE.

EQUIPMENT SPECIFICATIONS

SPEC.04




17122758_CAD_000_AE_AXON OUTPOST-MOUNT - POLE

L.
'~o
X3

o Eﬂ”’

[5.919]
, 150.34
T I 2 IM""""'"W#}@D | ©
I P Jonteanmi }\O ﬂ ®
[2.323]
59.00

Adjustment X axis

360 degrees around the pole

Adjustment Y axis

@mlmmmnmmummii }/()
@mmmmuuumnmmﬁ ﬁy

HEXTOOL 10

REVISIONS

Label for camera bracket

orientation
[1.500]
[1.500] 38.10
38.10 /Q)
3 = camera screws
—M
Q

N\ HEXTOOL 10

Horizontal mount

lllllllllﬂ”’”"

Version nistory

AE Label added
AD Launch revision
Brackets update
AB to addapt
horizontal mount
AA | Drawing creation

Vertical mount

DATE [REV DESCRIPTION
SIS
BLUEWATER

: Telecommiunications, Inc.

T PART NUMBER DESCRIPTION Revision MATERIAL FINISH QY.
1 [17122759_CAD_000_AG_Pole mount bracket Bracket for pole mount AG $235 RAégggggilg?eSg%%@re 1 |
2 [17122755_CAD_000_AD_Camera braket Bracket for camera mount AD 5235 |RALIODS Finesucire |
17122983_CAD_000_AD_Screw Méx12 DIN933 A2 Hex head screw Méx12 AD A2 4 R e on soza
-Edges of working parts according to DIN ISO 13715
4 [BO1 Heavy-duty clamp, AlSI 304, black, 70-118 mm Worm gear clamp AD AlSI 304 3"-4.5" Black 2 R e e e he propery of ron Enerm
5 [17122985_CAD_000_AD_Washer LOCK M6 DIN 6798 A2 Serrated lock washer A Mé AD A2 4 Sheet
6 [17122984_CAD_000_AD_Press-NUT-Mé-A2 Self clinghing nut Mé AD A2 4 .
Ol
7 [17123032_CAD_000_AD_Screw Méx10 DIN933 A2 Hex head screw Méx10 AD A2 5
Size
8 [17123052_CAD_000_AD_Label camera bracket orientation label for camera bracket orientation AD Paper 1 _H'@_

Knowwhat's helow.
Call before you dig.

EXISTING UTILITIES SHOWN ARE APPROXIMATE ONLY AND
BASED ON AVAILABLE RECORDS AND FIELD OBSERVATIONS.
CONTRACTOR IS RESPONSIBLE FOR CALLING 811 AT LEAST
48 HOURS PRIOR TO ANY EXCAVATION. CONTRACTOR SHALL
TAKE ALL NECESSARY PRECAUTIONS TO PROTECT EXISTING

UTILITIES AND ANY DAMAGE TO THE UTILITIES SHALL BE
IMMEDIATELY REPAIRED AT THE CONSTRACTORS EXPENSE.

EQUIPMENT SPECIFICATIONS

SPEC.05




[22.904]

REVISIONS

SOLAR PANEL INTERFACE FOR
AXON OUTPOST - SIDE MOUNT [18.688] DATE |REV|  DESCRIPTION
— RNG-50D-SS-U & RNG-100D-SS G3 474.66 HEX HEAD 8
POLE DIMENSIONS
©76.2-457.2mm
(3-18in)
N \
HEX HEAD 13 AVA
HEX HEAD 10 e .-‘E;L\ Sol So
. 2 | 82 8§
~ E /HT’ g%o B LY X
T g«ﬁﬁ —o%
; Y VAVAV X 4 (| WAVAVAVAVS (5
— /8 SIS
b lavaviayl g |
[20.039] [21.340]
509.00 542 [19.528]
- - - _ 496.00
\
I e—pnl L |
T & =
N 4 ™
I~ Y (@) ™
— | \‘\ ~ <
B 5 N =
> /\’/\ /
S| =] -
— 5 N | VAVETA © i ,
tl___ L= ‘
[22.984] 0.1 | BLUEWATER
5 83 . 8 |£04 & Telecomx/nunlcanons, Inc.
ITEM Revisi ; F A TY
NO. | Revision | Material Finish PART NUMBER QTY. A AXON
1 AA AL 1050 RAL 9005 |17122922 _CAD_000_AAOQ0_AXON OUTPOST - 1
Fine structure [SOLAR STANDARD HARDWARE KIT R
5 AA ] RAL 9005 [17122898_CAD_000_AXON OUTPOST - BATTERY : “General loleronces acording 1 ON 15O 2768 mk
Fine structure|& CHARGER ENCLOSURE-STANDARD :g\érggsogfigvc?rwn?p!sags]clgéording fo DIN ISO 13715 311
3 AA 17122818_ASSY_000_AXON OUTPOST - ] D R e ne. _
) ) CABLE - POWER, 1M (SIDE) e B o A IS o vt \J
“RAL 9005 —  Call ooyt
4| AA 5235 M4 "€ 17122924 CAD_000_AAGO_ SIDE MOUNT KIT 1 e e O
. CONTRACTOR IS RESPONSIBLE FOR CALLING 811 AT LEAST
Sive IMMEDIATELY REPAIRED AT THE CONSTRACTORS EXPENSE.
46_@ EQUIPMENT SPECIFICATIONS

SPEC.06




AM

114064

REVISIONS

971042024

NOTES:

1. Cover or deactivate pedestrian traffic signal display(s) controfling

closed crosswalks

2. Place pedestrian LCDs across the full width of the closed sidewalk.

3. For post mounted signs located near or adjacent to a sidewalk,
maintain a minimum 7° clearance from the bottom of the sign
panel to the surface of the sidewalk.

4. "Sidewalk Closed” signs (R9-XX) may be mounted on pedestrian LCDs

in accardance with the manufacturer's instructions.

n

SYMBOLS:

M Work Area

Omit the Advance Closure LCD if it blocks access to other pedestrian
facilities (e.q..

transit stops, residences, or business entrances).

DJ Work Zone Sign

e—e Pedestrian Longitudinal Channelizing Device (LCD)

> Lane Identification and Direction of Traffic

ﬂ
ﬂ
ﬂ
ﬂ
Advance Closure LCD ”
(See Notes 4 and 5) —-,ﬂl

ﬂ

M4-98R /'i'
R . /
‘lf

DETOUR[

Md-9BL

L

DETOUR|™

R9-10
{See Nate 4)

S|DEWALK CLOSED

USE OTHER SIDE

J \i —

N
X—El\ RI-T1AR

SIDEWALK CLOSED
| AHEAD
——
CROSS HERE

R9-2
{See Nate 4)
\__ SIDEWALK |
CLOSED

W7f/777/77/777/7ﬁ

Advance Clasure LCD

RI-11AL

SIDEWALK CLOSED
AHEAD L
——
CROSS HERE

W20-1F

DATE [REV DESCRIPTION
ST ‘
BLUEWATER

Telecommiunications, Inc.

= i - Adv
. _JPL : Lg. (See Notes 4 and 5)
ﬁﬁﬁﬁﬁﬁ e 1
J///):I?]E 1‘ \ [} }ﬁ\ SIDEWALK CLOSED DE'I%UR P | } }‘ [E }
DETOMR / ﬂ “ [‘ ﬂ USE OTHER SIDE — / ‘ “ [ﬂ ‘
M4-98L / | | Fioig 14-9BL | [
. _ ,'f ﬂ “ l‘ ﬂ {See N-UCC‘ 4) / ‘ “ lﬂ ‘
ol orovr” |1l
— ﬂ“ ’H M4-98R H‘ ‘ﬂ‘
MA-98R || 4 | U
W20-1F
PEDESTRIAN DETOUR
LAST =[ DESCRIPTION: _ FY 2025-26 INDEX SHEET
REVISION |3 nhtid 'S TRE
1/01/20 |3 FDOT) o1 unpaRD ALANS 2IDEWALR. CLUSURE 102-660| 10f 2

Knowwhat's helow.
Call before you dig.

EXISTING UTILITIES SHOWN ARE APPROXIMATE ONLY AND
BASED ON AVAILABLE RECORDS AND FIELD OBSERVATIONS.
CONTRACTOR IS RESPONSIBLE FOR CALLING 811 AT LEAST
48 HOURS PRIOR TO ANY EXCAVATION. CONTRACTOR SHALL
TAKE ALL NECESSARY PRECAUTIONS TO PROTECT EXISTING

UTILITIES AND ANY DAMAGE TO THE UTILITIES SHALL BE
IMMEDIATELY REPAIRED AT THE CONSTRACTORS EXPENSE.

TYPICAL DETAILS

TCP.01




REVISIONS

NOTES:

1.

L = Taper Length

B Buffer Length

¥ = Work Zone Sign Distance

See Index 102-600 for "L", "B", "X, channelizing device spacing values.

2. Provide a 5 wide temporary pedestrian way with a maximum cross-slope
of 0.02, except where space restrictions warrant a minimum width of 4.
Provide a 5 x 5 passing space for temporary pedestrian ways less than
5 in width at intervals not to exceed 200'.

3. When temporary pedestrian ways require curb ramps, meet the
requirements of Index 522-002. Detectable warnings are not required
for curb ramps diverting pedestrian traffic inte a closed lane.

4. The "Speeding Fines Doubled When Workers Present” signs (MOT-13-06)
and “End Road Work" signs (G20-2), along with associated work zone sign
distances, may be omitted when the work operation will be in place for 24
hours or less

5. Pedestrian Diversion Option 2 may only be used when called for in the
Plans or as approved by an Engineer.

m Work Area

Temporary Pedestrian Way

W Channelizing Device (See Index 102-600)

o= Pedestrian Longitudinal Channelizing Device (LCD)
[b work Zone Sign
¢

Arrow Board

== Crash Cushion

Lane [dentification and Direction of Traffic

L

— 6" White

— Temparary Barrier

SPEEDING FINES

'WHEN WORKERS

DCUBLED

PRESENT

W20-1F

MOT-13-06
{See General

Note 4)

L] (=]
® 0O 0 00
L LN
® 0 000
LJ o o

o

o

o ROAD

NG

WORK

Merge

Arrow Board Mode:

PEDESTRIAN DIVERSION - OPTION 1

(Temporary Barrier Shown, Low Profile Barrier Similar)

6" White

SPEEDING FINES

WHEN WORKERS

DOUBLED

PRESENT

Wz0-1F

MOT-13-06
{See General

Note 4)

Wwd-2

W20-1F

G20-2
(See Note 4}

ROAD

A\ END

WORK

Arrow Board Mode:

Merge

PEDESTRIAN DIVERSION - OPTION 2

(Work Zone Speed 45 mph or Less)

PEDESTRIAN SPECIAL DETOUR

G20-2
(See Note 4)

DATE |REV DESCRIPTION

TN
BLUEWATER
i Telecommunications, Inc.

& Jz

LAST
REVISION

11/01/23

DESCRIPTION:

REVISION

FDOT\)

—

FY 2025-26

STANDARD PLANS

SIDEWALK CLOSURE

INDEX

102-660

SHEET

2of 2

Knowwhat's helow.
Call before you dig.

EXISTING UTILITIES SHOWN ARE APPROXIMATE ONLY AND
BASED ON AVAILABLE RECORDS AND FIELD OBSERVATIONS.
CONTRACTOR IS RESPONSIBLE FOR CALLING 811 AT LEAST
48 HOURS PRIOR TO ANY EXCAVATION. CONTRACTOR SHALL
TAKE ALL NECESSARY PRECAUTIONS TO PROTECT EXISTING

UTILITIES AND ANY DAMAGE TO THE UTILITIES SHALL BE
IMMEDIATELY REPAIRED AT THE CONSTRACTORS EXPENSE.

TYPICAL DETAILS

TCP.02




B

REVISIONS

NOTE:

1. This Index applies to Twa-Lane, Two-Way
and Multilane Roadways, including Medians
of divided roadways, with work on the
shoulder,

L = Taper Length

X = Work Zone Sign Spacing

B = Buffer Length

See Index 102-600 for "L", “X", "B", and
channelizing device spacing values.

3. Where work activities are between 2' and
15" from the edge of traveled way, the
Englineer may omit gigns and channelizing
devices for work operations 60 minutes
or 5.

4. When four ar mare work vehicles enter the
through traffic lanes in @ one hour period
fexcluding establishing and terminating the
work area), use a flagger or lane closure
to accommodate work vehicle ingress and
egress

5. For work less than 2 from the traveled way
and work zene speed is greater than 45 MPH,
use a lane closure.

6, The "Speeding Fines Doubled When Workers
Present” signs (MOT-13-06} and "End Road
Work™ Signs (G20-2) aleng with the
associated work zene sign spacing
distances may be omitted when the
work operation is in place for 24
hours or less.

7. Temporary pavement markings may be

omitted when the work operation is in
place for 3 days or less.

8. Omit "Shoulder Closed"” signs (W21-5a) along
with associated work zone sign spacing
distances for work on the median.

9. When there (s no paved shoulder, the

"Warker" sign (W21-1) may be used instead
of the "Shoulder Closed” SF'EYIT (W21-5a).

SYMBOLS:
V22 work area

B Channelizing Device (See Index 102-600)
D Work Zone Sign

Lane Identification and Direction of Traffic

MOT-13-06
(See Note &)

W20-1F

620-2 SPEEDING 7S
(See Note 6) JP-ZETHGLEE)INF)
WHEN woreeRs [
| END PRESENT
Jf ROAD  WORK
|" X
[ﬁ 6" White [See Naote 7) —

\ END

1 roan woRrk

620-2
(5ee Note 6)

SPEEDING FINES
DOUBLED
WHER WORKERS
FRESENT

MOT-13-06
{See Note 6)

RIGHT
~{_SHOULDER
CLOSED

W2l-5a

W20-1F

TWO-LANE ROADWAY
SHOULDER WORK LESS THAN 2" FROM THE TRAVELED WAY
WITH WORK ZONE SPEED OF 45 MPH OR LESS

G20-2
(See Note 6)

| eno
/" |RORD  WORK

\ END

ROAD WORK

G20-2
(See Note 6)

SHOULDER )
CLOSED

W20-1F

WZ2l-5a

TWO-LANE ROADWAY
SHOULDER WORK BETWEEN 2' AND 15 FROM THE TRAVELED WAY

DATE |REV DESCRIPTION

=

BLUEWATER

fi Telecommiunications, Inc.
) ka

LAST
REVISION

11701/ 21

REVISION

DESCRIPTION:

FDOT\

—_—

FY 2025-26 INDEX
STANDARD PLANS

TWO-LANE AND MULTILANE, WORK ON SHOULDER 102-602

SHEET
lof 2

Knowwhat's helow.
Call before you dig.

EXISTING UTILITIES SHOWN ARE APPROXIMATE ONLY AND
BASED ON AVAILABLE RECORDS AND FIELD OBSERVATIONS.
CONTRACTOR IS RESPONSIBLE FOR CALLING 811 AT LEAST
48 HOURS PRIOR TO ANY EXCAVATION. CONTRACTOR SHALL
TAKE ALL NECESSARY PRECAUTIONS TO PROTECT EXISTING

UTILITIES AND ANY DAMAGE TO THE UTILITIES SHALL BE
IMMEDIATELY REPAIRED AT THE CONSTRACTORS EXPENSE.

TYPICAL DETAILS

TCP.03
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CERTIFICATE OF LIABILITY INSURANCE

DATE (MM/DD/YYYY)
10/23/2025

THIS CERTIFICATE IS ISSUED AS A MATTER OF INFORMATION ONLY AND CONFERS NO RIGHTS UPON THE CERTIFICATE HOLDER. THIS
CERTIFICATE DOES NOT AFFIRMATIVELY OR NEGATIVELY AMEND, EXTEND OR ALTER THE COVERAGE AFFORDED BY THE POLICIES
BELOW. THIS CERTIFICATE OF INSURANCE DOES NOT CONSTITUTE A CONTRACT BETWEEN THE ISSUING INSURER(S), AUTHORIZED
REPRESENTATIVE OR PRODUCER, AND THE CERTIFICATE HOLDER.

IMPORTANT: If the certificate holder is an ADDITIONAL INSURED, the policy(ies) must have ADDITIONAL INSURED provisions or be endorsed.
If SUBROGATION IS WAIVED, subject to the terms and conditions of the policy, certain policies may require an endorsement. A statement on
this certificate does not confer rights to the certificate holder in lieu of such endorsement(s).

PRODUCER ﬁ(A)hl\/lIECT
BT Nadison Ave {(AIC.No. Exty: 419-255-1020 (AIG. No): 419-255-7557
Toledo OH 43604-5684 ADDRESS:
INSURER(S) AFFORDING COVERAGE NAIC #
License#: 23894| INSURER A : FCCI Insurance Company 10178
INSURED BLUETEL-01) \\surer B : Brierfield Insurance Company 10993

Bluewater Telecommunications, Inc.
100 E Pine St, Suite 302

Orlando FL 32801-2713

INSURER C : Lloyd's

INSURER D :

INSURER E :

INSURER F :

COVERAGES

CERTIFICATE NUMBER: 1119047472

REVISION NUMBER:

THIS IS TO CERTIFY THAT THE POLICIES OF INSURANCE LISTED BELOW HAVE BEEN ISSUED TO THE INSURED NAMED ABOVE FOR THE POLICY PERIOD
INDICATED. NOTWITHSTANDING ANY REQUIREMENT, TERM OR CONDITION OF ANY CONTRACT OR OTHER DOCUMENT WITH RESPECT TO WHICH THIS
CERTIFICATE MAY BE ISSUED OR MAY PERTAIN, THE INSURANCE AFFORDED BY THE POLICIES DESCRIBED HEREIN IS SUBJECT TO ALL THE TERMS,
EXCLUSIONS AND CONDITIONS OF SUCH POLICIES. LIMITS SHOWN MAY HAVE BEEN REDUCED BY PAID CLAIMS.

INSR ADDL[SUBR POLICY EFF | POLICY EXP
LTR TYPE OF INSURANCE INSD | WWD POLICY NUMBER (MM/DD/YYYY) | (MM/DD/YYYY) LIMITS
A | X | COMMERCIAL GENERAL LIABILITY GL100096331 10/24/2025 | 10/24/2026 | EACH OCCURRENCE $1,000,000
DAMAGE TO RENTED
CLAIMS-MADE OCCUR PREMISES (Ea occurrence) | $ 100,000
MED EXP (Any one person) $5,000
PERSONAL & ADV INJURY $ 1,000,000
GEN'L AGGREGATE LIMIT APPLIES PER: GENERAL AGGREGATE $2,000,000
POLICY S’ng Loc PRODUCTS - COMP/OP AGG | $ 2,000,000
OTHER: $
COMBINED SINGLE LIMIT
B | AUTOMOBILELIABILITY CA100096332 10/24/2025 | 10/24/2026 | GEOMOREDS $1,000,000
X | ANY AUTO BODILY INJURY (Per person) | $
OWNED SCHEDULED -
AUTOS ONLY AUTOS BODILY INJURY (Per accident) | $
HIRED NON-OWNED PROPERTY DAMAGE $
AUTOS ONLY AUTOS ONLY (Per accident)
$
A UMBRELLA LIAB X | occur CU0100096336 10/24/2025 | 10/24/2026 | EACH OCCURRENCE $1,000,000
X | EXCESSLIAB CLAIMS-MADE AGGREGATE $1,000,000
DED ‘ ‘ RETENTION $ $
A | WORKERS COMPENSATION WC0100096334 10/24/2025 | 10/24/2026 X |EER. e | | 9Ff
AND EMPLOYERS' LIABILITY
ANYPROPRIETOR/PARTNER/EXECUTIVE E.L. EACH ACCIDENT $ 100,000
OFFICER/MEMBER EXCLUDED? N/A
(Mandatory in NH) E.L. DISEASE - EA EMPLOYEE| $ 1,000,000
If yes, describe under
DESCRIPTION OF OPERATIONS below E.L. DISEASE - POLICY LIMIT | $ 1,000,000
C | Professional Liability ANE4639730.25 10/25/2025 | 10/25/2026 |Each Claim 2,000,000
Aggregate 2,000,000
Retention 10,000

DESCRIPTION OF OPERATIONS / LOCATIONS / VEHICLES (ACORD 101, Additional Remarks Schedule, may be attached if more space is required)

CERTIFICATE HOLDER

CANCELLATION

City of Port St. Lucie
121 S.W. Port St. Lucie Boulevard
Port St. Lucie FL 34984

SHOULD ANY OF THE ABOVE DESCRIBED POLICIES BE CANCELLED BEFORE
THE EXPIRATION DATE THEREOF, NOTICE WILL BE DELIVERED IN
ACCORDANCE WITH THE POLICY PROVISIONS.

AUTHORIZED REPRESENTATIVE

Wichotor T Tybod—

ACORD 25 (2016/03)
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